General Standards ™ Max room size 15 x 15ft.

“

Kacha

Big timber

No bracing

Thick stone walls
Flat heavy mud roof

Mixed Material

4ft walls

Foundation

W Plinth may be stone or concrete
B Frame should be attached to the plinth, with bolt or strap.
B Dasa (Base Plate) should be kept dry above the ground.

Frame

W Dasa, posts and wallplate should be fixed well together.

B Main frame of timber should be 4 inch x 4 inch.

B Frame should be divided in equal sections, maximum 6ft post to post.
M Doors and windows should have lintel and sill frames.

Bracing

W Different bracing systems are allowed.
M Smaller sections are recommended.

# Max height of post 8 ft.

Plywood / Tin / Dhajji above

PR 5 e
Dhaijji Timber Frame “

Small timber sizes
Bracing in small sections
Frame goes from ground to roof

Small stones and mud infilled thin wall
Light CGI roof

Roof
B The roof should be lightweight (CGI).
W Rafters should be well fixed to the wall plate.

Hipped 4 Slope
B The roof should extend 1.5 feet beyond the wall
to protect from rainwater or use verandahs.
B Hipped roofs are better than gables.
Gable 2 Slope

Infill

M Stone and mud is recommended for infill.
B Other materials like straw, sand, cement, lime, may be added.
B Smaller stones are best.

M Bracing should be symmetrical or balanced with pieces going
in both directions.

W Bracing is essential to make the wall strong.
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